
(LCD)
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ABS

Logo & Symbol

EEPROM

T6000

6000

LCD
EEPROM

LCD

T6634-TA10-9JS0 AC95V ~ AC240V

T6634-TE20-9JS0 2 AC95V ~ AC240V

T6634-TF20-9JS0 4 AC95V ~ AC240V

T6634-TE21-9JS0 2 DC 0-10V AC24V

T6634-TE22-9JS0 2 AC95V ~ AC240V



3

T6000 LCD
On/Offff T6000

- - -
5Amp. NTC

86 x 86mm 75 x 75 x 35mm
T6000 24

T6634-TA10/TE20/TF20-9JS0
VA-7010 VG4000

T6634-TE21-9JS0
VA-7482 VG4000

T6634-TE22-9JS0
VA-7480 VG4000

:
T6000 T6000

T6000

T6000 Johnson Controls®

:

70mm.

7
0

m
m

.

27mm.

30mm.
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T6634-TA10-9JS0 T6634-TE20-9JS0

T6634-TF20-9JS0

T6634-TE22-9JSOT6634-TE21-9JSO

LOW

MED

HI

GND

NC

L

NC

GND

C1

C

R

A0

Low Speed

Med Speed

High Speed

Unoccupied Volt-Free Contact

L

VaL1

VaL2

FC

NC

LOW

MED

HI

GND

C1

NC

L

N

Open

Close

Low Speed

Med Speed

High Speed

Unoccupied Volt-Free Contact

L

Transformer required

for 24Vac actuator
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* On/Offff LCD

6 =

- 3 = -

4 = - - -

T = &

A =

E =

F =

1 =

2 =
23 ~30 ;
16 ~23

0 =

1 =

2 =

9 =

Logo J = JCI Logo

S =

0 =

T6   6   3   4   -   T   E   2   0   -   9   J   S   0

6

3

4

T

E

2

0

9

S

J

0

T6000

T6634-TA10-9JS0 LCD /

T6634-TE20-9JS0 LCD /

T6634-TF20-9JS0 LCD

T6634-TE21-9JS0 LCD

T6634-TE22-9JS0 LCD

T6634-TA10/TE20/TE22/TF20-9JS0: AC95V ~ AC240V ±10%, 50/60 Hz
T6634-TE21-9JS0: AC24V ±10%, 50/60 Hz

±1°C

0 to 55°C (32 to 99°F )

5 to 30°C (41 to 86°F )

12cm , Wafer , 20AWG PVC

T6334-TA10-9JS0 ( ) , 2 x (SPST) AC230V, 5A(Res.)

T6334-TE20-9JS0 ( ) , 2 x (SPST) AC230V, 5A(Res.)

T6334-TF20-9JS0 ( ) , 2 x (SPST) AC230V, 5A(Res.)

T6634-TE21-9JS0 DC 0-10V

T6634-TE22-9JS0 , AC24V/AC230V, 0.6A

3 x (SPST) - - 5A(Res.) 230 VAC

0 to 50°C  (32 to 122°F) 90% 

-10 to 60   (14 to 140 ) 90%

PC: UL94-V0

IP20

86 x 86 x 30 mm 75 x 75 x 35mm

205g (T6634-TA10/TE20/TE22/TF20-9JS0), 187g T6634-TE21-9JS0


